
N1 - At boundary with private soft landscaped area under
new construction

(also preferred at boundaries with existing private soft
landscaped areas subject to the land owners consent)

F/waySoft L/scape

B

Haunch depth on each side (B) to be ≥0.3(Y) and ≥75

≥1
00

≥130

A≥150 cover over haunching to top of edging on soft landscape side

Paving module trim as per series 1100 drawings. Lay as Cl.1113AR and
LBS/1100/49-51. Bed on 30-60 of L-MWK12, L-MH1, L.MH2, L-MH3 or
L-MHX mortar as Cl.1115AR. Joints modules as note 6

Note to Designer: You must specify trim modules in series 1100 drawings.
See SSDM SER Surfacing Materials Palette for permitted options.

≥120
Install foundation where necessary as General
Requirement 2 - 4 (LBS/1100/08-09)

Edging kerb as series 1100 drawings. Joints kerbs as note 5

Note to designer: You must specify in series 1100 drawings the kerb modules
from LBS/1100/01-07 that the Contractor shall use. These must have a Type 0
profile. Height (Y) must be ≥250. Width (X) must be either 50 or 65

1
2

Concrete/HBM footing as notes 7-8

5-10
1

1

50
Y

X

B

TYPE N - REAR OF FOOTWAY BOUNDARY TRIM

Flush (0)
▼

   Flush (0)
▼

1
2

Alternative acceptable footing profile (this side only)

Private
Rear of footway

boundary

Bedding layer for trim
modules placed onto
existing concrete
foundation of existing edge
feature (subject to this
being located at suitable
depth/extent)

Indicative private retaining
feature at boundary.
Foundations potentially
extend under footway

F/way

N2 - Where existing retaining feature
at boundary (see note 9)

Private
Rear of footway

boundary

≥100

F/way

≥100

Installation using foundations of existing edge feature
(if appropiately located)

Installation using new foundation partly or
entirely additional to that of existing edge

feature

New footing
as notes 7-8

Private
Rear of footway

boundary

Paving module trim as per series 1100 drawings. Lay as
Cl.1113AR and LBS/1100/49-51. Bed on 30-60 of L-MWK12,
L-MH1, L.MH2, L-MH3 or L-MHX mortar as Cl.1115AR. Joint
modules as note 6.

Note to Designer: You must specify trim modules in series
1100 drawings.  See SSDM SER Surfacing Materials Palette
for permitted options.

≥100 (including where
installed over footing to
existing edge feature)

1
1

1
1

Flush (0)
▼

Flush (0)
▼

Level  at
back of

footway as
0700
series

▼

Level  at
back of

footway as
0700
series

▼

1
2

Alternative acceptable
footing profile
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FOOTINGS FOR EDGE RESTRAINTS
TYPE N - REAR OF FOOTWAY BOUNDARY TRIM

SOUTHWARK STREETSCAPE
DESIGN MANUAL

STANDARD DETAILS
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1. All dimensions are in millimeters unless
otherwise stated.

2. Do not scale from this drawing. Use only
written dimensions.

3. All references to Clauses are references to
those from the Southwark Highway
Specification unless otherwise stated. In the
event of any conflict between the drawings and
these Clauses, then the Clauses shall prevail.
Drawings to be used in conjunction with
LBS/1100/01-07.

4. Kerbs and footings shall be laid as Clauses
1101SR and 1112AR. In the event of any
conflict between the drawings and these
Clauses, then the Clauses shall prevail

5. Kerbs shall be 6-12mm jointed using J-MWK6
mortar as Clause 112AR.

6. Unless otherwise approved in writing by the
Highway Authority

- Precast concrete modules (other than
cube modules) shall be 2-4mm jointed
with J-SS1 sharp sand as Clause
1115AR.

- All other types of unit shall be 5-8mm
jointed with J-MWK6 mortar as Clause
1115AR.

7. Footings/beams/haunching shall be either
concrete as Clause 1001, ancillary concrete as
Clause 2602 or a CBGM as series 800
Clauses. In either instance the minimum
compressive strength class shall be C12/15.
Formwork and shuttering shall be used in all
instances to make efficient use of these
materials and to achieve required profiles.

8. Movement joints shall be provided through
footings/beams/haunching as Clause 1101SR.

9. Boundary features in this instance include
walls, steps, buildings and similar

10.Alternative footing profiles (General
Requirement 1) not to be used if reinforcement
is incorporated into details.
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