
If installing new pavement surface as part of the same
Scheme then - unless exact module by module laying
arrangements are provided for the surface in Series 1000
drawings - locally manipulate the paving bond (within
permitted tolerances for the laying pattern, and by cutting
module where necessary) to achieve the required
minimum distances to flag/slab edges

Note to designer: If providing a laying pattern in series
1000 drawings, then you must ensure that the contractor
can meet the stud location rules set out in this detail

Confirm both pavements have a bound
surface and rigid/semi-rigid construction
before proceeding to install studs

Note to designer: This Detail may only be
used where the interfacing pavements both
use a bound/rigid construction and have
visually identical surfaces that will read as
one

Section A-A

TYPE O - METAL STUD DEMIS LINE TO REAR OF FOOTWAY/CYCLEWAY AT BOUNDARY WITH
PRIVATE HARD STANDING

Private
area

Adopted
highway

Locate studs at consistent 400-600 longitudinal
spacing, with one at least every other paving bond row

Private
area

Adopted
highway

Stud (see section A-A for fixing requirements)

Instructed alignment of studs
as series 1100 drawings

If instructed alignment is not straight
ensure that a stud is located at each point
of substantial change in direction≥175 to flag/slab edge

≥175 to flag/slab edge

Private
area

Adopted
highway

Fix stud as
Cl.1129AR with
proprietary resin
mortar

Install stud as
Cl.1129AR

Clean excess mortar
from surface
immediately after
installing stud

Drill 11mm Ø hole
to a depth of 30mm
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FOOTINGS FOR EDGE RESTRAINTS
TYPE O - METAL STUD DEMIS LINE TO REAR OF FOOTWAY /
CYCLEWAY AT BOUNDARY WITH PRIVATE HARD STANDING

SOUTHWARK STREETSCAPE
DESIGN MANUAL

STANDARD DETAILS
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1. All dimensions are in millimeters unless
otherwise stated.

2. Do not scale from this drawing. Use only
written dimensions.

3. All references to Clauses are references to
those from the Southwark Highway
Specification unless otherwise stated. In the
event of any conflict between the drawings
and these Clauses, then the Clauses shall
prevail. Drawings to be used in conjunction
with  LBS/1100/01-07.
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